
BILL OF MATERIALS
Item # Qty Unit Part # General Description

1 2 ea PR100-01 60 gpm In-Line Eductor 1.5” NHT-F Swivel Inlet x 1.5” NHT-M Outlet
2 2 ea PR100-02 1.5” x 50’ Double Jacket Hose White (600psi) - 1.5” NHT-F x 1.5” NHT-M Aluminum Cpls.
3 1 ea PR100-03 1.5” Valve Assembly
4 1 ea PR100-04 1.0” Main Assembly - Speed Thread (ST) Swivel Joint x NPT-M x ST-F
5 1 ea PR100-05 1.0” Combination Driving/Lifting Head (ST-M)
6 15 ea PR100-06 1.0” Add-A-Section (conduit) - 1.0” x 5’ (ST-M x ST-F)
7 2 ea PR100-07 1.0” Piercing Nozzle (ST-F)
8 1 ea PR100-08CA PR-100 Custom Cart Chassis
9 1 ea TI-F-107 FLIR E4 Thermal Imaging IR Camera

10 2 ea PR100-10 14” Pipe Wrench
11 1 ea PR100-11 Piercing Rod Rotating Spray Nozzle
12 1 ea PR100-12 Piercing Rod 15’ Hose
13 1 ea OM-PR-100 Piercing Rod Owner/Operator Manual (not shown)
14 1 ea LB-3-PR-PROD-100 PR Model 100 Product Placard (not shown - applied to cart per PAD PR100-08C)
15 1 ea LB-3-PR-COMP-100 PR HCT Company Placard (not shown - applied to cart per PAD PR100-08C)
16 1 ea PR100-13 PR Emergency Hand Line Washdown Nozzle

Hazard Control Technologies, Inc.
150 Walter Way
Fayetteville, GA 30214
Tel: 770-719-5112
Fax: 770-719-5117
www.hct-world.com

Piercing Rod Model 100 - Level 3000
Complete 75’ Piercing Rod

Part #: PR100-75-LV 3000
Part Rev: A

PAD #: PR100-75-LV 3000
PAD Rev: CCM Data ER-0075 ECN-0167
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Weight Length Width Height
503 lbs. (1278 kg) 54” (137 cm) 34” (86 cm) 76” (193 cm)


